In the Claims 

1 . (Currently Amended) Epitaxy equipment comprising: 

an epitaxy chamber under vacuum containing a substrate support and at least one cell under 
vacuum for evaporation of the epitaxy material closed by a diaphragm pr e senting having at least one 
opening and communicating with the epitaxy chamber by a connecting flange, comprising moreover 
and 

a mobile plate positioned opposite said perforat e d the diaphragm , characteriz e d in that said 
plat e is mobile such that the distance of the plate from the an exterior surface of the diaphragm is 
variable and presents has a section corresponding to the a section of smd tiie diaphragmt-fee and a 
molecular beam b e ing is formed at the level of a zone surrounding the plate. 

2. (Currently Amended) Epitaxy The epitaxv equipment according to claim 1, 
charact e rized in that said wherein the plate has th e shap e of a is disc -shaped . 

3. (Currently Amended) Epitaxy The epitaxv equipment according to claim 1, 
characteriz e d in that said wherein the plate is mobile in a direction perpendicular to said the 
diaphragm. 

4. (Currently Amended) Epitaxy The epitaxv equipment according to claim 2, 
characterized in that wherein the cours e of said plat e distance is 10 millimeters. 

5. (Currently Amended) Epitaxy The epitaxv equipment according to claim 1, 
charact e rized in that said wherein the plate is mobil e angularly so as to form mobile and forms a 
dihedron variable with the a plane of said the diaphragm. 
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6. (Currently Amended) Epitaxy The epitaxy equipment according to any on e of tho 
prec e ding claims, characteriz e d in that claim L wherein the plate is made of metal or a dielectric 
material (for exampl e , quartz or boron nitrid e ) . 

7. (Currently Amended) Epitaxy The epitaxy equipment according to any on e of the 
pr e c e ding claims, characteriz e d in that claim 1, wherein the plate is actuated by a connecting organ 
traversing the a wall of the epitaxy chamber via an airtight passage. 

8. (Currently Amended) Epitaxy The epitaxy equipment according to any on e of th e 
pr e ceding claims, charact e rized in that claim 1, wherein the diaphragm pr e sents has perforations. 

9. (Currently Amended) Epitaxy The epitaxy equipment according to any on e of claims 
1 to 6, charact e riz e d in that claim K wherein the diaphragm pr e s e nts has an annular opening. 
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